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Anderson Power Products.

FEATURES

* Mechanical keyed housings
Prevents accidental mating of components operating at different voltage levels

* Single-piece housing and unitized construction
Provides industrial quality and durability

* PCB mounted Quick disconnect
Avoids the need for unfastening ring type terminals

« Straight and right angle terminal
Provides flexibility of parallel or perpendicular mounting to the PCB

* Genderless design
Makes assembly quick and easy and reduces number of parts stocked

* Flat wiping contact system
Allows for minimal contact resistance at high current, wiping action cleans
contact surface during disconnection

* Silver plated contacts
Offers greater longevity when using high power, elevated temperature
applications

* UL approved for current interrupt
Safe for "Hot Plug" of battery power

* Wide product range - for 50, 120, 175 and 350 amps

Allows versatility to choose product best suited to design requirements

* UL94 V-0 housing material
Provides security in knowledge that the connector chosen meets strict UL
flammability ratings

Recommended Voltage Key Color Code

Voltage 12V 18V 24V 36V 48V 72V 8oV 96V 120V
Color Yellow Orange Red Gray  Blue Green Black  Brown Purple

PRODUCT RANGE

UL Current Rating (Amperes)* 50* to 350*
UL Voltage Ratings (Volts) 600"
Contact Barrel Wire Size (AWG) #16 to 300 mcm
(mm?) 1.3t0152.0
Maximum Wire Insulation Diameter (inches) 0.44t0 1.10
(mm) 11.21027.9
AVG Contact Resistance* 200 to 50
(micro-ohms)
Insulation Withstanding 2200
Test Voltage (Volts AC/DC)
Contact Retention Force (Ibf) 50 to 500
Life
a. No load (Contact/Disconnect Cycles) To 10,000
b. Under Load (Hot Plug) Max Amps
(250 cycles @ 120V) 50Ato 100A
Avg. Connection/Disconnect (Ibf) 15t0 35
Operating Temperature Range °C** -20° to 105°
°F -4° 10 221°
Flammability Rating of Housing Material UL94 V-0

Y APP

* UL Rated for 65°C largest wire or cable size
** Contact factory for higher temperature rated connectors

PRODUCT INFORMATION

Invented by Anderson Power Products®, the innovative SB® connectors provide cost-effective reliability, design flexibility and mistake-proof
capability for your products' manufacture, installation and maintenance. APP's 2 & 3 pole connectors are available for 50, 120, 175 and 350 amp
ratings for use to 600 Volts continuous AC or DC operation. There are SB® connectors for many applications and wire sizes, #16 (1.3 mm?) to 300
mem (152.0 mm?). Mechanical keys ensure connectors will only mate with connectors of the same color. Different color housings are selected to

identify voltages, thus preventing mismatching of the power supply system.

The housings are interchangeable and genderless interconnects. Insert contacts into housings and plug together for a clever, simple and low-cost
solution to power interconnection. Low-detent contacts are also offered for low insertion/withdrawal force applications. Contacts are available in
reeled and loose piece designs to support all production needs from very high volumes to engineering prototype and low-volume customized

products.

Markets: UPS Systems, Telecommunications, Forklift Trucks, Wheelchairs, Electric Vehicles, Chargers, Power Electronics & Much More.
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Anderson Power Products.

The innovative SB® connectors provide
cost-effective reliability, design flexibility and
safety for your products' manufacture,
installation and maintenance.

APP's 2 pole connector is available with a 50
amp rating, 600 Volts continuous AC or DC
operation. There are SB® connectors for
many applications and wire sizes, #6 to #16
AWG (13.3 to 1.3 mm?). Mechanical keys
ensure connectors will only mate with

FEATURES

* Mechanical keyed housings
Prevents accidental mating of components
operating at different voltage levels

* Single-piece housing and
unitized construction
Provides industrial quality and durability

* Genderless design

connectors of the same color. Different color
housings are selected to identify voltages,
thus preventing mismatching of the power

Makes assembly quick and easy and
reduces number of parts stocked

supply system.
Connector Model SB @50 Connector Model SB ©50
UL Current Rating (Amperes)* 50* Life
a. No load (Contact/Disconnect Cycles) To 10,000
UL Voltage Ratings (Volts) 600" b. Under Load (Hot Plug 250 cycles @ 120V)  50A
Contact Barrel Wire Size (AWG) #6 to #16 Avg. Connection/Disconnect (Ibf) 10 - low detent
(mm2) 13310 1.3 15 - high detent
Maximum Wire Insulation Diameter (inches) 0.44 Operating Temperature Range °C** -20° to 105°
(mm) 1.2 °F -4°t0 221°
AVG Contact Resistance* 200 Flammability Rating of Housing Material UL94 V-0
(micro-ohms)
Insulation Withstanding 2200 V_ArP
Test V0|tage (VO"S AC/DC) * UL Rated for 65°C largest wire or cable size
** Contact factory for higher temperature rated connector
X SBY, UL and CSA Reference: This equipment is an ( iters L ies Inc®
Contact Retention Force (lbf) 50 Itis also listed by the Canadian Standards Association as certified.
2 Pole Housing & 50 amp Housings Only 50 amp contacts continued
Contacts Part Part
; ; Number  Description Number  Description AWG Sq. mm
omber o awe T s mm % Gy 26561  Reel,siver-HD  #68 13384
6319 Gray 45 133 992G1 Red 265G2 Reel, silver - HD #1012 5.3/3.3
6319G1 Gray #1012 5 3'/3 3 992G2 Black 265G3 Reel, silver - LD #6/8 13.3/8.4
633161 Red 4 133 99264 Blue 265G4 Reel, silver - LD #10/12 5.3/3.3
' 99265 Yellow 265G5  Reel, tin - HD #6/8 13.3/8.4
6331G2 Red #1012 5.3/3.3 992G6 Green .
265G6 Reel, tin - HD #10/12 5.3/3.3
6331G3 Black #6 133 992G7 Orange -
265G7 Reel, tin - LD #6/8 13.3/8.4
6331G4 Black #1012 5.3/3.3 " .
633165 Blue # 133 50 amp Contacts ggggg Eeelbtm - Lﬁt’ t m“z ﬁﬁ(&?’
633166 Blue #HMOM2 5333 Part Wire us bar contac
6331G7 Yellow #6 133 Number  Description AWG  sg.mm .
6331G8  Yellow #1012 5.3/3.3 903G1 Contact set (2) 5900 # 133 Accessories
6331G9  Green #6 133 904G1 Contact set (2) 5915 #1012 5.3/13.3
6331G10  Green #1012 5.3/3.3 5900 Individual - HD #6 13.3 Part
6331G11  Orange # 13.3 1307 Individual - LD 26 13.3 Number Description
1612 0O 10112 303 9952 Individual - HD 8 8.4 SB50-HDL-Red  Handle & hardware, red
6331612 Orange  #10 5333 5953 Individual - LD #1012 5333 13461 Dust cover, red
* LD - low detent or HD - high detent 5914 Individual - HD #10 526 990 Cable clamp & hardware, seff attaching, 2C
Note: For additional colors please contact customer service 5915 Individual - HD #1012 53133 990G2 Cable clamp, 2 single conductors




SB®50 Connector

ORDERING INFORMATION

TEMPERATURE RISE CHARTS

accessories continued

Part
Number  Description

990G1 Cable clamp & hardware-screw mounting-2C
5905 Cable clamp-1 twin conductor with hardware
110G57  Lock nut for use with bus bar contact

Bushings

Part Reduces From

Number  Description AWG $Q. mm

5910 Use with 5900 or 1307  #6 to #10/12 13.3105.3/3.3
5912 Use with 5900 or 1307 #6 to #8 13.3t08.4
5913 Use with 5900 or 1307 #6 to #14/16 13.3t02.1/1.3
Tooling

Part

Number  Description

1309G4  Hand tool

1387G1  Pneumatic tool

1388G6 - die for #6 to #16 AWG

1388G7 - die for #10 to #12 AWG
1389G6 - locator for #6 to #16 AWG
1389G7 - locator for #10 to #12 AWG
260G16  Applicator only (110V & 220V)

* Applicator & Press (220V, 50Hz)
* Press only (110V, 60Hz)

* Consult factory

SB50
Temperature Rise at Constant Current

40 71 7 —— 6 AWG
: N - = == 8AWG
__ 30 / 7/ N o e 10 AWG
o 7 7 = 12 AWG
Y Y4 e
2 20 / o2
2 ‘s
£ N L
2 10 42 <
A
L ,/’/
07 T

0 10 20 30 40 50 60 70
Amperes Applied

SB50
Pulse Current Capability

DIMENSIONS
Housing
S [48.0] H
L 1.89 ]

[19.1] I [81.3]
0.75 13.7] ‘ (11.5] 3.20
| 0.14(2) j-45
17.5 15.

4) | bgo| B8 i )

025 =
Bus Bar Layout
Part -J- K- -L- M-
Number  mm_in. mm in. mm__in. mm__in.

e 6 AWG
= = = = 8 AWG
e e 10 AWG

" E 3 e = 12 AWG

2 I~

(<53 ~ ~

Qo o ~

£ T <

< B ~ -~ =~ —

0
05 1 2 4 8 16 32 64 128 256
Duration of Current (seconds)

Contacts

Part -A- -B- -C- -D- -E-

Number ~ mm in. mm in. mm in. mm in mm in.

75BBS 19.1 0.75  17.3(min) 0.68(min) 6.73 0.265 292 0.115

e o

Mounting Dimensions

Bus Bar Mounting Table

Part -E- -F- e
Number mm  in. mm in.

75BBS 533 210 510 0.20 E F—

Part -J- = il
Number  mm in.

75BBS 3.0-127 0.12-0.50

SP © CSA Certified “
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1307 300 1.18 72 028 56 022 114 045 7.1 0.28
5900 300 118 72 028 56 022 114 045 7.1 0.28
5914 29.7 117 48 019 35 014 114 045 71 0.28
5915 300 118 72 028 35 014 114 045 7.1 0.28
5952 300 118 72 028 47 019 114 045 7.1 0.28
5953 300 118 72 028 35 014 114 045 7.1 0.28
904G1 300 118 72 028 35 014 114 045 71 0.28
903G1 300 118 72 028 56 022 114 045 7.1 0.28
265G1 318 125 91 036 9.1 036 229 090 8.1 032
265G2 318 125 74 029 69 027 229 090 8.1 0.32
265G3 310 1.22 91 036 91 036 229 090 8.1 0.32
265G4 31.0 1.22 74 029 69 027 229 090 81 0.32
265G5 318 125 91 036 9.1 036 229 090 8.1 032
265G6 318 125 74 029 69 027 229 090 8.1 0.32
265G7 310 1.22 91 036 91 036 229 090 8.1 0.32
265G8 31.0 1.22 74 029 69 027 229 090 81 032
75BBS See Bus Bar Section

T T [ el [

BT D 4

Individual - high detent

i [ D[]
B c r D -

Individual - low detent

rc B
= N

Reeled - high detent

—+E
(S e | <y
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Reeled - low detent
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Anderson Power Products.

The innovative SB® connectors provide
cost-effective reliability, design flexibility and
safety for your products' manufacture,
installation and maintenance.

APP's 2 pole connector is available with a
120 amp rating, 600 Volts continuous AC or
DC operation. There are SB® connectors for
many applications and wire sizes, #2 to #6
AWG (33.6 to 13.3 mm?). Mechanical keys
ensure connectors will only mate with
connectors of the same color. Different color
housings are selected to identify voltages,
thus preventing mismatching of the power
supply system.

FEATURES

* Molded side grooves
Allows for a secure panel mounting fit

* Mechanical keyed housings
Prevents accidental mating of components
operating at different voltage levels

* Single-piece housing and
unitized construction
Provides industrial quality and durability

SB°120

Grooves

PRODUCT SPECIFICATIONS

Connector Model SB ©120 Connector Model SB 120
UL Current Rating (Amperes)* 120* Life
a. No load (Contact/Disconnect Cycles) To 10,000
UL Voltage Ratings (Volts) 600* b. Under Load (Hot Plug 250 cycles @ 120V)  60A
Contact Barrel Wire Size (AWG) #2 to #6 Avg. Connection/Disconnect (Ibf) 20
(mm?) 33310133
Operating Temperature Range °C** -20° to 105°
Maximum Wire Insulation Diameter (inches) 0.575 °F -4° 10 221°
(mm) 14.6
Flammability Rating of Housing Material UL94 V-0
AVG Contact Resistance* 136
(micro-ohms)
APP
Insulation Withstanding 2200 U
Test Voltage (Volts AC/DC) * UL Rated for 75°C largest wire or cable size
** Contact factory for higher temperature rated connector
. SBY, UL and CSA Reference: This equipment is an U iters Laboratories Inc®
Contact Retention Force (Ibf) 100 Itis also lsted by the Canadian Standards Association as certfied.
2 Pole Housing & 120 amp 120 amp Contacts Accessories
Contacts Part Wire Part
Part Housing Wire Number _ Description AWG Sg.mm Number Description
Number  Color AWG sq. mm gg”g; 8ontact set g; ﬁi (2311%(15 SB120-HDL-RED  SB handle with hardware-red
6800G1 _ Gra # 336 ontact set . 981G1 Cable clamp for 2 single
6801G1 B|ug #2 33.6 6811G3  Contact set (2) #6 13.3 conductor cables
6302G1  Red # 336 120BBS  Bus Bar N/A N/A 110G57 Lock nut for use with Bus bar contact
6800G2  Gray # 21 '1 134G4 Dust cover, red
6801G2  Blue #4 21 :1 1467G1 Panel mount bracket, set (2)
680262  Red 44 211 Bushings 981G2 Twin conduit cable clamp
6800G3  Gray #6 133 .
6801G3  Blue #6 133 Part Wire Tooling
680263 Red #6 133 Number __ Description AWG sq. mm Part
Housing Onl 5919 Use with 6811G1 #2to#4  33.6/21.2 Number Description
9 y 5920 Use with 6811G1 #2to#6  33.6/13.3 N
Part 5921 Usewith 6811G1 #210#8  33.6/84 1368 Hand tool - #2 fo #8
Number Description e 1387G1 Pneumatic tool - #2 to #8
A 1388G4 - die for #2 to #8
00 B e 1389G4 - locator #2 to #8
6810G3  Red housing

Note: For additional colors please contact customer service




SB®120 Connector

Housing
20.6] SB120
- N 0 8.1 30 Temperature Rise at Constant Current
' ’ —2 AWG
[35.8] 25 /’ ! / amued AWG
1.41 [63.5] o= 5 /, K / —— 6 AWG
L 2.50 < 20 4 A
[} < i
1.1 L g 15 A - /
075 1 g /7 /’
[22.2] ¢ = faa 5 10 A
088 ——— 5.1] : A
[44.5] 0.20 (2) - 057 5 Ll
~— 175 A=
[104.6] 0
412 0 20 40 60 80 100 120 140
ﬂ ﬂ ﬂ ﬁ ‘u f T Amperes Applied
IHHEE T
Contacts SB120
Part A B - -D- 200 Pulse Current Capability
Number  mm in. mm in.  mm in. mm in. 600 —2AWG
6811G1 50.8 200 111 044 87 034 216 0.85 N ====4 AWG
6811G2 508 200 111 044 75 030 216 085 500 +— \\ ==6AWG
6811G3  50.8 2.00 111 044 56 022 216 0.85 3 400 :“ N
120BBS 77.0 3.03 112 044 95 038 N/A #10-24Thd. qé-’- 300 SO
™™~ ~ ™~ FeL . ™~
= 200 SR LT |
Part Contact -E- -F- -J- K- 100 o~ R T
Number  Detent mm in. mm in. mm in. mm in. 0 r
6811G1 Low 104 041 N/A N/A N/A
05 1 2 4 8 16 32 64 128 256 512
6811G2  Low 104 041 N/A N/A N/A )
681163 Low 104 041  NA N/A N/A Duration of Current (seconds)

120BBS  N/A 68.6 270 51 020 236 0.93 21.1(min) 0.83(min)

Part Contact -L- -M-
Number  Detent mm__in. mm__in.
120BBS N/A 7.37 029 6.35 0.25

BEJ T
SB Contact Bus Bar Contact Mounting Table
LN
WEE @l M
—< U Lﬁj» Mounting Dimensions
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The innovative SB® connectors provide
cost-effective reliability, design flexibility and
safety for your products' manufacture,
installation and maintenance.

APP's 2 & 3 pole connectors are available
with a 175 amp rating, 600 Volts continuous
AC or DC operation. There are SB®
connectors for many applications and wire
sizes, #4 to 1/0 AWG (21.1 to 53.5mm2).
Mechanical keys ensure connectors will only
mate with connectors of the same color.
Different color housings are selected to
identify voltages, thus preventing
mismatching of the power supply system.

SB'175

FEATURES

* Mechanical keyed housings
Prevents accidental mating of components
operating at different voltage levels

* Flat wiping contact system
Allows for minimal contact resistance at
high current, wiping action cleans contact

surface during disconnection ey &
e .

* Genderless design Z o
Makes assembly quick and easy and o & | %
b Sy |

reduces number of parts stocked

PRODUCT SPECIFICATIONS

Connector Model SB @175 Connector Model SB @175
UL Current Rating (Amperes)* 175* Life
a. No load (Contact/Disconnect Cycles) To 10,000
UL Voltage Ratings (Volts) 600* b. Under Load (Hot Plug 250 cycles @ 120V)  75A
Contact Barrel Wire Size (AWG) #4101/0 Avg. Connection/Disconnect (Ibf) 25 (SB 2 Pole)
(mm?) 21.1t053.5 35 (SB 3 Pole)
Maximum Wire Insulation Diameter (inches) 0.75 Operating Temperature Range °C** -20° to 105°
19.01 °F -4° 10 221°
AVG Contact Resistance* 100 Flammability Rating of Housing Material UL94 V-0
(micro-ohms) RomS
Insulation WlthStandmg 2200 * UL Rated for 65°C largest wire or cable size
wil IZ¢
Test Voltage (Volts AC/DC) ** Contact factory for higher temperature rated connector
X SBE, UL and CSA Reference: This equipment is an Underwriters Lab ies Inc®
Contact Retention Force (Ibf) 300 Itis also listed by the Canadian Standards Association as certified.
2 Pole Housing & 175 amp Housings Only 3 Pole Housing & 175 amp
Contacts Part Contacts
Part Housing Wire Number __ Description Part Housing Wire
Number _ Color AWG $q. mm 940 Gray Number _ Color AWG $q. mm
6325G1  Gray 1/0 53.5 941 Blue 6316 Gray 1/0 53.5
6326G1  Blue 100 535 942 Orange 6316G9  Gray # 424
6327G1  Orange  1/0 535 gjg ;‘;'LOW 6316G10  Gray #2 336
6328G1  Yellow 1/0 53.5
2-7252G11 Black, no voltage ke: .
632061  Red 100 535 gekey 3 Pole Housing Only
6325G5  Gray #2 33.6
632665 Blue  #2 336 175 amp Contacts Part »
6327G5  Orange  #2 336 Part Wire Nug‘bef Description -
632865  Yelow  #2 336 Number _Description AWG  sq.mm % Gray, springs & hardware
6329G5  Red #2 33.6 944 Contact set (2) 1/0 53.5
6325G6  Gray #4 211 1382 Individual 110 53.5
6326G6  Blue #4 21.1 947 Contact set (2) #2 33.6
6327G6 O #4 21.1 1383 Individual #2 33.6
612866 Yelow 4 1 948 Contact set 2) 4 211
6329G6  Red #4 211 1384 Individual #4 21.2
€ : 948G1*  Contact set (2) 16 13.3
1348* Individual #6 13.3
944G1 Contact set (2) #1 424
1347 Individual #1 424 * Thin wall

180BBS  Bus bar contact N/A N/A Note: For additional colors please contact customer service




SB®175 Connector

Accessories SB175
Part 20 Temperature Rise at Constant Current
Number Description - /7 /’/ . inG
995G1 Handle, hardware & lock washers - Gray © 30 ,/ ~ /,," —_— 2AWG
995G3 Handle, hardware & lock washers - Red ° 1 i e AAWG
923 Manual release, locking half with 5 20 7 - P
clamps and hardware s s
924 Manual release, mounting half with I3 10 A
clamps and hardware k) P
110G56 Lock nut for use with Bus bar contact M
SB1754ockout  Safety lockout 0- ‘
111197G1 Charger key 0 40 80 120 160 200
134G2 Dust cover '
945 Cable clamps Amperes Applied
945G3 Cable clamps-2 single conductor with
hardware. Use with "A" frame only. SB175
946G1 Cable clamps-1 twin conductor with -
hardware. Use with "A" frame only. 1200 Pulse Current Capability -
\ —

i 1000 3N “mme 1AWG
Bushings SN e
Part Wire g SO TNIRN === 4ANG
Number  Description AWG $g. mm 2 600 S NI N
5648 Use with 944 1/0to#10 53.5t05.1 E 400 EINY
5663 Use with 944 1/0to#6 53.5t013.3 REREISINY
5687 Use with 944 1/0to#1 535t0424 200 T ~‘f?~_ -

5690 Use with 944 1/0to#2 53.5t033.6 0 THTT

5693 Use with 944 10to#4 53510212 05 M 5 32 128 512 2048

Tooling Duration of Current (seconds)

Part

Number  Description Contacts

1368 Hand tool for 1/0 to #1 (53.5/42.4) Part -A- -B- -C- -D-
1387G1 Pneumatic tool Number — mm__in. mm__in. mm__in. mm___in.
1388G3 - die for 1/0 to #1 (53.5/42.4) 944 59.7 235 131 052 111 044 274 1.08
1388G5 - die for #4 947 59.7 235 131 052 89 035 274 1.08
1 - for #4 948 59.7 235 131 052 75 030 259 1.02
38965 -locatorfor 94G1 597 235 131 052 99 039 27.4 108

1389G3 - locator for 1/0 to #1 (53.5/42.4)
1303G4 - die for 1/0 to #4 (53.5/21.1)
1304G4 - locator for 1/0 to #4 (53.5/21.1)

948G1 533 210 93 037
180BBS  109.0 429 254 1.00

1.7 046 213 0.84
27 050 NA  Y-20Thd.

Part -E- -F-
. Number — mm__in. mm__in.
Housing 944 127 05  NA —
947 12.7 05 N/A
T T T f 948 12.7 05 N/A
| 944G1 127 05 N/A
[79.5] 948G1  12.7 05 N/A A
r—\@\ 3.13 [133.6] 180BBS N/A 46 0.18 =
[28.6] I 526 P
113 [6.6] L 93] ? |
?}[26 5] 020 ‘ JOJG ﬁ
2 Lios | 31 - s $88
0.44 L 2.09 1.0
Bus Bar Mounting Table Bus Bar Layout
Part -E- -F- Part -J- K- -L- -M-
Number  mm__in. mm__in. e Number  mm__in. mm in. mm__in. mm__in.
180BBS 889 350 102 040 180BBS 26.8 1.05 26.8(min) 1.05(min) 953 0.375 343 0.135
E F—

Part -J- . JJD -
Number ~ mm in.
180BBS  5.0-190 020-0.75 QJK ) @l M
| 4
—) O

SP@ CSA Certified “ ‘ ) . .
C File No. LR25154 € US File No. E26226 All Data Subject To Change Without Notice aL Mounting Dimensions
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Anderson Power Products.

The innovative SB® connectors provide
cost-effective reliability, design flexibility and
safety for your products' manufacture,
installation and maintenance.

FEATURES

* Mechanical keyed housings
Prevents accidental mating of components

operating at different voltage levels

APP's 2 pole connector is available with a 350
amp rating, 600 Volts continuous AC or DC
operation. There are SB® connectors for
many applications and wire sizes, 2/0 AWG

to 300 mem (67.4 to 152.0 mm?). Mechanical
keys ensure connectors will only mate with
connectors of the same color. Different color
housings are selected to identify voltages,
thus preventing mismatching of the power
supply system.

* Genderless design
Makes assembly quick and easy and
reduces number of parts stocked

* Single-piece housing and
unitized construction
Provides industrial quality and durability

SB350

PRODUCT SPECIFICATIONS

Connector Model SB @350 Connector Model SB @350
UL Current Rating (Amperes)* 350" Life
a. No load (Contact/Disconnect Cycles) To 10,000
UL Voltage Ratings (Volts) 600* b. Under Load (Hot Plug 250 cycles @ 120V)  100A
Contact Barrel Wire Size (AWG) 2/0 to 300 mem Avg. Connection/Disconnect (Ibf) 30
(mm?) 67.4t0152.0
Operating Temperature Range °C** -20° to 105°
Maximum Wire Insulation Diameter (inches) 1.10 °F -4° 10 221°
(mm) 279
Flammability Rating of Housing Material UL94 V-0
AVG Contact Resistance* 50
(micro-ohms)
o U
Insulation Withstanding 2200
* UL Rated for 65°C largest wire or cable size
Test VOltage (Volts AC/DC) ** Contact factory for higher temperature rated connector
SBY, UL and CSA Reference: This equipment is an Underwriters Laboratories Inc® recognized component.
Contact Retention Force (Ibf) 500 Itis also lsted by the Canadian Standards Association as certfied.
2 Pole Housing & 350 amp 2 Pole Housing & 350 amp housings continued
Contacts Contacts continued Part
Part Housing Wire Part Wire Number _ Color
Number  Color AWG sq. mm Number  Description AWG sq. mm 914 Yellow
6320G1  Gray 2/0 67.4 6324G1__ Green 2/0 674 931 Green
6320G2  Gray 4/0 107.2 6324G2  Green 410 107.2 932 Orange
gggggg 8[:; g%) mem ;2260 6324G4  Green 300mem  152.0
: 6324G5 G 3/0 85.0
6321G1  Blue 2/0 67.4 6400G1 o?ZﬁSe 200 674 Contacts
6321G2  Blue 40 1072 6400G2  Orange 40 107.2 ,
6321G4  Blue  300mem 1520 6400G4  Orange 300 mem  152.0 Part Wire
6321G5  Blue 3/0 85.0 6400G5  Orange 3/0 85.0 Number __ Description AWG $q. mm
ggggg ; Eeg Zg %742 917 Contact set (2) 100 535
e . .
632264 Red  300mom 1520 Housings Only o oot o oo
032205 Red o 20 Part 908 Contact set (2) 40 107.2
6323G2 quga 400 1072 Number _ Color 910 Contact set (2) 300mem  152.0
6323G4  Yellow 300mem 1520 3(1)3 (BBIray 350BBS  Bus bar contact N/A N/A
6323G5  Yellow 300 85.0 913 Req

Note: For additional colors please contact customer service




SB®350 Connector

ORDERING INFORMATION

TEMPERATURE RISE CHART

Accessories

Part

Number Description

995G2 Handle & hardware-gray

995G4 Handle & hardware-red

919 Manual release-locking half-cable clamps, hardware & lock out spring
for the battery

919G1 Mounting half-mounting half-hardware & lock out spring for battery

922G1 Mounting half-hardware for truck or charger

111197G1 Charger key

134G3 Dust cover

996G1 Cable clamps-2 single conductor with
hardware

9N Cable clamps-2 single conductor, cables with hardware and steel handle

SB350-lockout  Safety lockout

Bushings

Part Wire

Number  Description AWG Sg. mm
5918 Use with 907 2/0to 1/0 67.4t053.5
Tooling

Part

Number  Description

1368 Hand tool for 1/0 to 300 mcm
1387G1  Pneumatic tool

1387G2  Pneumatic tool

1388G2 - die for 2/0 to 3/0

1389G2 - locator for 2/0 to 3/0
1388G1 - die for 4/0

1389G1 - locator for 4/0

1304G9 - loctor for 4/0

1303G3 - die for 4/0
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33.8(min) 1.33(min) 13.34 0.525 11.76 0.463
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Temperature Rise at Constant Current
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Pulse Current Capability
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SBe Contacts
Part A -B- -C- -D- -E-
Number  mm__in. mm__in. mm__in. mm__in mm__in.
907 751 296 163 064 124 049 328 129 20.6 0.81
908 751 29 191 075 163 064 328 1.29 206 0.81
910 739 291 222 087 191 075 325 1.28 20.6 0.81
916 751 29 179 07 147 058 328 129 206 0.81
917 739 291 13 051 111 044 318 1.25 20.6 0.81

350BBS 131.7 519 223 0.88 17..0 6.67 N/A~ #3/8-19Thd. 2.5 0.10
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Bus Bar D
180BBS H
F
Bus Bar Mounting Table
J

Part -E- -F- -J- - T
Number mm in. mm in. mm in. F—
350BBS 113.0 445 51 020 3.0-196 0.12-0.77 (T




